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Filters chemicals, odors, airborne particles, droplets and bacteria
For clean room quality indoor air Isolation wards,

Negative air applications,
Laboratory clean room environments
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Filter Systems:

Features:

30 lbs of MAC-B carbon filter for

18 gauge polished galvanized steel housing

Model 9600NEG
	 	 	 9650NEG
	 	 	 	 9675 NEG 
Compact Negative Air Purification Systems

Filters life cycle can widely vary with
the environment the air purifiers are used in. 

Recommended filter replacement schedule

Carbon filter

Optons:
10 or 20 Watt UV lamp
Motor 560 CFM (model 9650) or 735 CFM (modle 9670)
Industrial ball bearing wheels
Negative air flanges (8,10 or 12")
2 carry handles (not shown in the picture)

Powercoated baked finish

Minimize off-gassing 
Variable speed 
Low power consumption: 
(0.8 Amps on 360 FCM, 1.2 Amps on 735 CFM)

Motor before filters  - 360,560,735 CFM

Metal housing

Weights only 40 lbs. on easy rolling castors

Ease of maneuverability

15.5" x 19.5"  quick change pre-filter

Pre-filter

4" medical grade HEPA.  Unique adjustable pressure 
seal maximizes filtration efficiency.  Traps 99.97% of 
particles as small as 0.3 microns.

HEPA filter

9600 NEG series

(360 CFM)

(735CFM)

(560 CFM)

DOP TEST 


